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Synthos S.A. grew out of the companies Firma Chemiczna Dwory S.A.
and Kaucuk a.s. SYNTHOS, the current name of the company (introduced in 2007), derives from a fusion of two words of Greek origin,
synthesis (join) and orthos (proper, right). The name replicates the
Company’s mission which is to manufacture and supply its clients
with chemical products for further processing, contributing to the
development of each client’s business. The name also reflects the nature of the Company’s operations in chemical synthesis.
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SYNTHOS S.A. after acquisition of the INEOS Styrenics in August 2016, manages production plants in
Poland, Czech Republic, the Netherlands, and France.
The activity of SYNTHOS S.A. concentrates on five main groups of products: synthetic rubbers, styrene plastics, specialist products (acrylic and vinyl dispersion, and latex and dispersion adhesives), plant protection
products and liposomes. SYNTHOS S.A. is the largest European producer of synthetic rubbers and
expandable polystyrenes (EPS).
SYNTHOS S.A. makes sure that buyers are satisfied with the scope of raw materials, semifinished products and chemical products. The company focuses its activities on quality
and efficient customer service, as well as on the innovative character of products, attractive prices, ecological safety of their technologies and products, and on occupational safety. This effort has been backed up by the implementation of a certified
Integrated Quality, Environment and Work Safety Management System.
In 2011, the company launched production of neodymium-catalyzed butadiene
rubber (NdBR) in the production plant in Czech Republic (Karlupy). High quality
neodymium-catalyzed butadiene rubber is used for mixture for production of advanced car and truck tires and various rubber technical products.
In 2014 the Boryszew ERG S.A. Dispersion and Adhesive manufacturing unit was added to Synthos S.A.
In August 2015, Synthos S.A. completed the construction of a modern SSBR rubber
production plant.

Synexil®, Osakryl® are market brands of water dispersions
produced by Synthos S.A. Both groups include acrylic
and styrene-acrylic products as well as acrylic monomer
copolymers with other monomers and dispersions
based on vinyl acetate. Synthos aqueous dispersions
portfolio satisfies the needs of coatings and building and
construction industry for such applications as paints,
plasters, primers, putties including decorative (stuccos),
varnishes and coatings for wood, adhesives for various
applications such as: for wood, paper& packaging and
many others.
All dispersions are free of APEO emulsifiers (alkylphenol
ethoxylates), solvents, hazardous plasticizers or other
substances harmful to human health or the environment
included in the REACH Candidate List of Substances
of Very High Concern (SVHC) for Authorization at an
individual concentration equal to or higher than the
acceptable norms. In doing so, our products are subject
to the strict internal quality control in accordance with
the certified quality control system ISO. Additional
parameters, important from our business partners’ point
of view, can be included on the client’s request.
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Synexil® ATH 30 is acrylic thickener dedicated
to modify rheology of water based products
in the range of architectural coatings and
construction products (such as paints, plasters
ect.).
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Neutralization
(pH change) of alkalisoluble emulsion
leads to swelling of
the polymer particles
and to viscosity
increase.
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Synexill® ATH 30 is effective associative
rheology modifier recommended for use
in water based products for coatings and
building&construction. It belongs to a group
of HASE thickeners, hydrophobically modified
acrylic dispersion characterized by associative
thickening in aqueous systems. It is effective
at low shear rates, giving a pseudoplastic effect
in viscosity profile.
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free of APEO emulsifiers

* 3% aqueous solution of ATH 30 with 20% NaOH aq

does not contain any solvents

Main product advantages:
prevents sedimentation and dripping

Thickener characteristics

creates pseudoplastic rheology
profile (shear-thinning)

Viscosity and shear rates

Synexill® 30 ATH
is effective at low shear
rates. It reflects in
application properties
such as preventing
fillers sedimentation
and improving product
application.
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viscosity control by pH
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excellent for spray application
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ATH30

Basic parameters:
pH

2,1 - 3,0

solids, %

29 ± 32

Brookfield viscosity,
mPa.s (1/60)

<20
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Thickening efficiency

Thixotropic effect
Viscosity return after sharing

ATH 30 viscosity increase at pH ca. 8
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Shearing causes structure destruction and this is observed as
a decrease in viscosity. Then it returns to a more viscous state
to attain equilibrium viscosity showing a time-dependent
change in viscosity – thixotrophy.
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Thickener solution, %

Thickener performance
20% NaOHaq

AMP 90

Contact and information

ammonia
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Below graphs
represents the
influence of different
alkaline agents on
viscosity change for
3% ATH 30 solution.
The effectiveness
depends on pH.
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Return
of viscosity
(90%)
is observed
after 22 sec.
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Product is well dilutable
with water and easy
to handling. Effective
performance can be
obtained when used
in the formulation in an
amount from the range
of 0.5 to 2.5%.
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Our cooperation with clients in the area of water dispersions
mostly focuses on building long-term and partner
relationships. Therefore, we provide all necessary technical
assistance together with the preparation of formulations
of products, taking into account the individual requirements
ofa specific client.
TECHNICAL SERVICE
+48 33 847 34 16
+48 33 847 25 02
+48 33 847 47 41
+48 33 847 42 98
e-mail: ds-ts@synthosgroup.com

SALES
DEPARTMENT
+48 33 847 32 63
+48 33 847 43 81
+48 33 847 28 70
+48 33 847 25 53
e-mail: ds@synthosgroup.com
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According to our knowledge Synexill® ATH 30 can be used with commercially available raw
materials dedicated for water based formulations. As each associative thickener its
performance can be influenced of certain raw materials so it is recommended to perform
compatibility and efficiency tests in the course of formulating.

The information given herein is based on trials carried out by SYNTHOS S.A. according
to current standards and the present state of our knowledge. They do not guarantee certain
properties of the products nor their suitability for a specific purpose. Users are advised
to make their own tests to determine the safety and suitability of each such material
or combination of materials for their own purpose.

SYNTHOS S.A.
ul. Chemików 1
32-600 Oświęcim, POLAND
tel. +48 33 844 18 21...25
fax +48 33 842 42 18
VAT EU PL5490002108
www.synthosgroup.com

